
Sikafloor® SPORTS FLOORING 
HIGH PERFORMANCE WOOD FINISHES
Sika’s diverse product line and technical expertise in sports flooring  and 
gym floor finishes give you a winner’s edge  —  whether refurbishing 
existing wood floors or installing new.  Sika’s sports products have long 
been trusted for use in high profile stadiums, gymnasium floors, and in 
educational and commercial interiors.   



Sikafloor WP-3 

Is a waterborne polyurethane/acrylic 
dispersion that applies easily and dries 
in as little as one hour.  It is VOC 
compliant in all US states. 
 

Sikafloor WP-4 

This fast dry 550 polyurethane sealer 
deeply penetrates wood and produces 
a glossy finish with superior hardness. 
It dries in as little as two hours. 
 

Sikafloor WP-4.1 

A fast dry 350 polyurethane sealer 
with reduced VOCs and low viscosity  
for deep penetration.  It will dry in as 
little as two hours.

Sika Wood Sealers 
Penetrate, seal, and provide an  
anchor for your flooring system

Sikafloor WP-11 

Is a traditional oil modified sealer that 
penetrates deep and produces a light 
colored surface with superior hardness. 
 

Sikafloor WP-11.1 

This 350 polyurethane sealer uses  
innovative chemistry to reduce VOCs  
and provide an excellent surface 
for finish coats. 
 

Classic OMU Finishes 
A traditional look with  
up to date performance
Sikafloor WP-1 Super Pinnacle 
Is a classic OMU with superior gloss and excellent film  
hardness.  It is abrasion resistant and displays optimum 
rubber burn resistance. 
 

Sikafloor WP-2 
This is a traditional look OMU with reduced viscosity for 
easy application.  Its high gloss and excellent film  
hardness make it abrasion resistant and also rubber burn 
resistant. 
 

Sikafloor WP-8 
Is an 450 oil modified varnish with reduced VOCs and  
excellent film hardness and gloss.  It is abrasion resistant 
and displays optimum rubber burn resistance. 



Low VOC Finishes 
Advanced chemistries and a 
new look

Sikafloor WP-8.1 
Is a 350 OMU 50% solids varnish  with superior gloss and 
excellent film hardness.  It is abrasion resistant and dis-
plays superior leveling and lightness in color. 
 

Sikafloor WP-14 
This is a 275, one coat OMU in a high solids formulation.  
It shows high gloss and excellent film hardness making it 
abrasion resistant and rubber burn resistant. 
 

Sikafloor WP-25 
Is a 350 clear, non-yellowing, 2K solvent-based finish with 
superior durability.  Its low viscosity and high solids make 
it uequalled in the industry. 
 

Waterborne Finishes 
Enhance and protect a 
floor’s natural beauty
Sikafloor WP-31 
Is a single component, waterborne aliphatic urethane.  
Its self-crosslinking ability provides excellent durability 
and gloss.  It is acrylic, NMP and NEP free to make it a 
safer and longer lasting product. Its VOCs do not exceed 
200 g/l. 

Sikafloor WP-32 
This is a two component, 100% aliphatic urethane acrylic 
free product that provides superior gloss and durability.    
It is NMP and NEP free to make it a safer and longer 
lasting product. Its VOCs do not exceed 200 g/l.



Founded in 1897, Maple Flooring Manufacturers Association (MFMA) is the authoritative source of technical information about 
hard maple flooring. Through cooperative member programs, MFMA establishes product quality, performance and installation 
guidelines; educates end users about safety, performance and maintenance issues; and promotes the use of maple, beech and 
birch flooring products worldwide. 

Sika Industrial Flooring’s MFMA Approved wood products have passed the organization’s standardized testing process, proving 
their fitness for use in a variety of applications.

Sealer Finish VOC (g/l) % Solids Coverage 
(ft2/gal)

Recoat  
Window 
(hours)

Sikafloor Water Based Products

Sikafloor WP-3 
Acrylic Urethane  ́   <100 35% 500 - 600 2 - 24  ́  

Sikafloor WP-31 
Aliphatic Urethane   ́  <200  30%  600 - 700 3 - 24  ́  

Sikafloor WP-32 
Aliphatic Urethane  ́  <200 31% 600 - 700 3 - 24  ́  

Sikafloor Solvent Based Products

Sikafloor WP-4 
Oil Modified  
Polyurethane

 ́    <550 36%  300 - 500 1 - 10

Sikafloor  WP-4.1 
Oil Modified 
Polyurethane

 ́   <350 36%  300 - 500 1 - 10  ́  

Sikafloor WP-11 
OMU  ́   <550  30% 300 - 500 8 - 20

Sikafloor WP-11.1 
OMU  ́    <350 35% 300 - 500 6 - 24  ́  

Sikafloor WP-1 
Super Pinnacle 
OMU

 ́  <550 40% 400 - 500 8 - 20

Sikafloor WP-2 
OMU  ́  <575 35% 400 - 500 8 - 20

Sikafloor WP-8 
OMU  ́  <450 50% 400 - 500 16 - 36

Sikafloor WP-8.1 
OMU  ́  <350 50% 400 - 500 16 - 36  ́  

Sikafloor WP-25 
2K Solvent  ́  <350 60% 400 - 500 8 - 10  ́  

Sikafloor WP-14 
Oil Modified 
Polyurethane

 ́  <275 57% 350 - 450 1 Coat  ́  
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