G476 MEMBRANE, LOOSE LAIAD

VAPOR RETARDER (AS REQUIRED)

SEPARATOR SHEET

SARNAFIL TARGET SHEET, HOT-AIR WELDED

SARNADRRAIN-RA, FASTENED WITH SARNAFASTENERS

STRAINER SECUREMENT BRACKETS

STAINLESS STEEL BOLT HEADS FOR ACTIVATION OF THE BACKFLOW SEAL

SARNATHERM LIGHTGUARD

STRUCTURAL DECK

TREATED WOOD NAILER

STAINLESS STEEL RODS FOR BACKFLOW SEAL ACTIVATION

CAST ALUMINUM ACTIVATION CONE

ROOF BOARD (OPTIONAL)

INSULATION (IF SPECIFIED)

EXISTING DRAIN BOWL

URETHANE SEAL

EXISTING DRAIN LEADER

NOTES:
1) SARNAFIL IS NOT RESPONSIBLE FOR WATER BLOCKAGE OR BACK-UP IN DRAIN LINES.
2) CONSULT SIKA SARNAFIL REGIONAL TECHNICAL DEPARTMENT FOR ADDITIONAL INFORMATION.
3) VAPOR RETARDER SHALL BE SEALED AT EDGES.