SARNAFIL SEALANT TO CLEAN SURFACE
(SEE NOTE)
MULTI-PURPOSE TAPE OR SARNAFIL
SEALANT
SARNAREGLET FASTENED 8-INCHES O.C.
WITH GROMMETED FASTENERS
SARNACLAD METAL

SARNAREGLET TERMINATION

SARNACLAD METAL FLASHING FASTENED 4 INCHES
O.C., STAGGERED USING GALVANIZED ANNULAR
RING NAILS OR OTHER ACCEPTABLE FASTENER

INTERMEDIATE ROW OF GROMMETED FASTENERS
18 INCHES O.C. MAXIMUM

VAPOR RETARDER (AS REQUIRED)
SARNAFIL FLASHING STRIP,
HOT-AIR WELDED
G476 MEMBRANE, LOOSE LAID

STRUCTURAL DECK

TREATED WOOD NAILER
SECURELY ANCHORED

ROOF BOARD (OPTIONAL)
INSULATION
(IF SPECIFIED)

NOTES:
1) SEALANT IS A TWO STEP APPLICATION;
   A) BEHIND TOP OF SARNAFIL FLASHING,
   B) AT TOP OF SARNAREGLET,
2) SEALANT IS A MAINTENANCE ITEM, MAINTENANCE IS NOT COVERED UNDER SIKA SARNAFIL WARRANTY.
3) VAPOR RETARDER SHALL BE SEALED AT EDGES.
4) SARNATHERM LIGHT GUARD AND SEPARATOR SHEET NOT SHOWN FOR CLARITY.

SARNACLAD METAL FLASHING