
Available in 
Pail 
2 x1 gallon / box

Sika® LiquidWeld
CONCRETE AND PLASTER BONDING AGENT

 ́ Re-emulsifiable or re-wettable 
 ́ Extended open time 
 ́ Increased bond strength
 ́ High build bonding agent
 ́ Improved repair durability



Sika® LiquidWeld
CONCRETE AND PLASTER BONDING AGENT

Sika Corporation
201 Polito Avenue
Lyndhurst, NJ 07071
Phone: 201-933-8800
Fax: 201-933-6225

FOR MORE INFORMATION:
Contact Sika: Phone 800.933.SIKA(7452)  Website: www.usa.sika.com

ISO 9001
Certificate # FM 69711

RC 14001
Certificate # RC 510999

ADVANTAGES
� Bond new concrete to new or old concrete 

 � Interior or Exterior use 
 � Vertical or Horizontal 
 � Use on concrete, concrete block, cement board,

 hardiboard, plywood, brick, plaster, tile, gypsum, or stone

TECHNICAL DATA
 � Drying Time: 1 Hour 
 � Colors: Light Blue
 � Viscosity: 1000 cps 
 � Direct bond strength (ACI 503 R): 150psi (7 days)  
 � Shear Bond Strength (ASTM C1059): 1300 psi (14 days) 
 � Freeze-Thaw Stability: 5 cycles freeze (-10 deg F and thaw) 
 � 1 Hour hose stream test
 � VOC: < 40 g/L
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