
Sikalastic®- 646 Lo-VOC
ONE-COMPONENT, UV-STABLE, LOW-ODOR, COLD 
LIQUID-APPLIED POLYURETHANE ROOF COATING 

 �   No mixing, ready to use
 �  Aliphatic, UV-resistant base coat and top coat.
 �  Rain resistant almost immediately after application 
 �  Ponding water resistant
 �  Easily recoated when needed
 �   Good for coating EPDM, PVC, TPO, Mod-Bit, 

 Metal, and existing coatings!



Sikalastic®- 646 Lo-VOC
EASY TO APPLY ROOF COATING WITH SUPERIOR UV RESISTANCE AND MECHANICAL PROPERTIES

Sika Corporation
201 Polito Avenue
Lyndhurst, NJ 07071
Phone: 201-933-8800
Fax: 201-933-6225

FOR MORE INFORMATION:
Contact Sika: Phone 800.933.SIKA(7452)  Website: usa.sika.com
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EASY TO USE
 � No mixing, ready to use
 � Easy open/close, Lever-Lock lid
 � No stripe coat needed when detailing with Sika® Joint Tape SA
 � Will not sag on vertical or steep surfaces
 � Ideal for roofs displaying complex details and geometry or when 

accessibility is limited
 � Same resin for top coat and base coat

BENEFITS TO THE BUILDING OWNER
 � Suitable for cool roofs and solar roof assemblies
 � Reflective White reduces energy consumption of air conditioning
 � Effective and cost efficient life cycle extension of existing roofs
 � Crack-bridging - retains flexibility even at low temperatures


