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Visit our website at usa.sika.com	 1-800-933-SIKA NATIONWIDE
Regional Information and Sales Centers. For the location of your nearest Sika sales office, contact your regional center.

Sika Corporation	 Sika Canada Inc.	 Sika Mexicana S.A. de C.V.	
201 Polito Avenue	 601 Delmar Avenue	 Carretera Libre Celaya Km. 8.5
Lyndhurst, NJ 07071	 Pointe Claire	 Fracc. Industrial Balvanera
Phone: 800-933-7452	 Quebec H9R 4A9	 Corregidora, Queretaro
Fax: 201-933-6225	 Phone: 514-697-2610	 C.P. 76920
	 Fax: 514-694-2792	 Phone: 52 442 2385800

		  Fax: 52 442 2250537

KEEP CONTAINER TIGHTLY CLOSED. KEEP OUT OF REACH OF CHILDREN. NOT FOR INTERNAL CONSUMPTION. FOR INDUSTRIAL USE ONLY. FOR PROFESSIONAL USE ONLY.

For further information and advice regarding transportation, handling, storage and disposal of chemical products, users should refer to the 
actual Safety Data Sheets containing physical, ecological, toxicological and other safety related data. Read the current actual Safety Data Sheet 
before using the product. In case of emergency, call CHEMTREC at 1-800-424-9300, International 703-527-3887.

Prior to each use of any Sika product, the user must always read and follow the warnings and instructions on the product’s most current Product 
Data Sheet, product label and Safety Data Sheet which are available online at http://usa.sika.com/ or by calling Sika’s Technical Service Depart-
ment at 800-933-7452. Nothing contained in any Sika materials relieves the user of the obligation to read and follow the warnings and instruction 
for each Sika product as set forth in the current Product Data Sheet, product label and Safety Data Sheet prior to
product use.

SIKA warrants this product for one year from date of installation to be free from manufacturing defects and to meet the technical properties on 
the current Product Data Sheet if used as directed within shelf life. User determines suitability of product for intended use and assumes all risks. 
Buyer’s sole remedy shall be limited to the purchase price or replacement of product exclusive of labor or cost of labor. NO OTHER WARRANTIES
EXPRESS OR IMPLIED SHALL APPLY INCLUDING ANY WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. SIKA 
SHALL NOT BE LIABLE UNDER ANY LEGAL THEORY FOR SPECIAL OR CONSEQUENTIAL DAMAGES. SIKA SHALL NOT BE RESPONSIBLE FOR 
THE USE OF THIS PRODUCT IN A MANNER TO INFRINGE ON ANY PATENT OR ANY OTHER INTELLECTUAL PROPERTY RIGHTS HELD BY OTHERS.
SALE OF SIKA PRODUCTS ARE SUBJECT SIKA’S TERMS AND CONDITIONS OF SALE AVAILABLE AT HTTP://USA.SIKA.COM/ OR BY
CALLING 201-933-8800.

ISO 9001
Certificate # FM 69711

RC 14001
Certificate # RC 510999

SikaTop® Plus A Component

Description	 The SikaTop® Plus line of products (SikaTop® 111/121/122/123) consist of two component 
cementitious polymer modified mortars which offer the additional benefit of Sika Ferrogard® 
901 penetrating corrosion inhibitor. The Part A component for every SikaTop® Plus product 
is a liquid containing polymer and Ferrogard® 901. The part B components are the different 
cementitious powders for the specific SikaTop® product to be applied. Review the Sika Product 
Data Sheets (PDS) for the various SikaTop® products to determine the appropriate SikaTop® 
product for your particular situation. 

Packaging	 1 gal. jug; 4 to a cardboard box

Product Data Sheet
Edition 8.7.2014
SikaTop® Plus A Component

Typical Data
Shelf Life	 1 year in original, unopened jugs
Storage Conditions	 Store at 40-95°F. Condition material to 65-85°F before using. Protect 

from freezing. If Frozen, discard.

How to Use	 Consult Product Data Sheet, SikaTop® Component ‘B’ bag or call Technical Service at (201) 
933-7452 

	 FOR MIXING, PRIMING, AND APPLICATION INSTRUCTIONS, SEE EITHER THE PDS 
OR PART B LABEL FOR THE SPECIFIC SIKATOP® PRODUCT THAT MEETS PROJECT 
REQUIREMENTS. 

PRIOR TO EACH USE OF ANY SIKA PRODUCT, THE USER MUST ALWAYS READ AND FOLLOW THE WARNINGS AND 
INSTRUCTIONS ON THE PRODUCT’S MOST CURRENT PRODUCT DATA SHEET, PRODUCT LABEL AND SAFETY DATA 
SHEET WHICH ARE AVAILABLE ONLINE AT HTTP://USA.SIKA.COM/ OR BY CALLING SIKA’S TECHNICAL SERVICE DE-
PARTMENT AT 800.933.7452 NOTHING CONTAINED IN ANY SIKA MATERIALS RELIEVES THE USER OF THE OBLIGATION 
TO READ AND FOLLOW THE WARNINGS AND INSTRUCTIONS FOR EACH SIKA PRODUCT AS SET FORTH IN THE CUR-
RENT PRODUCT DATA SHEET, PRODUCT LABEL AND SAFETY DATA SHEET PRIOR TO PRODUCT  USE.


