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Subject:     Use of Sikalastic EP Primer as a Bleed Blocker for PVC Vertical Flashing Surfaces                      25-01 

We are pleased to announce that Sika now approves the use of Sikalastic EP Primer as a bleed blocker for vertical 
flashing surfaces with residual asphalt contamination in conjunction with Sarnafil and Sikaplan roofing systems. 

Products: 

• Sikalastic EP Primer: a two-component, cyclo-aliphatic, amine cured material with a high level of 
corrosion resistance for metal, bleed blocking on stable asphaltic surfaces, and chemically treated wood. 
Sikalastic EP Primer/Sealer is required for use on Sarnafil and Sikaplan membranes, metal, Sarnaclad 
metal, wood, and concrete surfaces. The primer must be fully cured before any subsequent application.  

Application Guidelines: For detailed instructions, please refer to the Sikalastic EP Primer Product Data Sheet. 

Surface Preparation: 

• Remove all asphalt contamination build-up to achieve a smooth, even and sound surface. 

• Ensure all surfaces are dry and free of dirt, dust, debris, and loose asphalt after proper preparation. 

• Sikalastic EP Primer is approved only for use over residual asphalt-contaminated vertical substrates.       

Mixing Instructions: 

• The mix ratio is 3:1 (A:B) by volume. 1 gal. kit (0.75 gal. Part A, 0.25 gal. Part B); 4 gal. kit (3.0 gal. Part A, 1.0 

gal. Part B); (Part A – Epoxy Resin & Part B - Activator) 

• Premix Part A before combining with Part B.  

• Add Part B into Part A and mix with a mechanical mixer (Jiffy) at low speed for 3 minutes, avoiding the 
incorporation of air. 

• The fully mixed primer should be free from streaks and exhibit a uniform red color. 

• Do not break down kits into smaller quantities. 

Coverage Rates: 

• 200 ft²/gal. (max) when used as an asphaltic bleed blocker  

• 75 - 100 ft²/gal. on mineral surfaced modified bitumen 

Note: Rough, porous, or absorbent surfaces will require additional primer and will reduce yield. *Adhesion tests 
should be performed to confirm compatibility. Adhesion tests should be completed at a minimum of 72 hours after 

application. Sikalastic® EP Primer/Sealer may take 1 week to reach final adhesion strength depending on temperature 

and other climate conditions. Refer to adhesion test protocol on the Sika website. 
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https://usa.sika.com/content/dam/dms/us01/4/sikalastic_ep_primersealer.pdf

