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PRODUCT DATA SHEET

Hydrotech® Rock Mineral Wool
Lightweight horticultural-grade rock mineral wool for Garden Roof® assemblies

PRODUCT DESCRIPTION
Hydrotech® Rock Mineral Wool is a lightweight 
horticultural-grade material made of long rock mineral 
wool fibers specially needled to form a compact, 
dimensionally stable felt. It is manufactured from virgin 
rock mineral fibers with no binders and provides 
excellent water retention capacity.

USES
Used in Hydrotech's Rock Mineral Wool Assembly in 
conjunction with Hydrodrain® 300 and LiteTop® 
engineered growing media to create Garden Roof® 
assemblies with increased water holding capacity.

CHARACTERISTICS / ADVANTAGES
Lightweight▪
Excellent water retention capacity▪
Dimensionally stable▪
Manufactured from virgin rock mineral fibers▪
Binder-free▪
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PRODUCT INFORMATION

Chemical Base Virgin rock mineral fibers

Packaging 3.28 ft × 19.7 ft × 1 in H (1 m × 6 m × 25.4 mm H)

Shelf Life N/A

Storage Conditions Store in a clean, dry, well-ventilated location and protect from extreme 
weather and humidity. 

Weight Saturated: 6.2 lb/sqft per 1" layer (30.3 kg/m² per 25.4 mm layer)

Flow Rate 0.1 gal/min/feet; h.g.=1

Water retention 98% (ASTM D2397)

APPLICATION INFORMATION

Coverage 64.6 sqft (6 m²) per roll

BASIS OF PRODUCT DATA
Results may differ based upon statistical variations 
depending upon mixing methods and equipment, 
temperature, application methods, test methods, actual 
site conditions and curing conditions.

ENVIRONMENTAL, HEALTH AND SAFETY
REGULATION (EC) NO 1907/2006 - REACH

This product is an article as defined in article 3 of 
regulation (EC) No 1907/2006 (REACH). It contains no 
substances which are intended to be released from the 
article under normal or reasonably foreseeable 
conditions of use. A safety data sheet following article 
31 of the same regulation is not needed to bring the 
product to the market, to transport or to use it. For safe 
use follow the instructions given in the product data 
sheet. Based on our current knowledge, this product 
does not contain SVHC (substances of very high concern) 
as listed in Annex XIV of the REACH regulation or on the 
candidate list published by the European Chemicals 
Agency in concentrations above 0,1 % (w/w).

APPLICATION INSTRUCTIONS
Install Rock Mineral Wool over Hydrodrain® 300 to 
provide the required drainage for the Rock Mineral 
Wool Assembly.

▪

Install in single or multiple layers. Do not overlap 
adjacent sheets. Install edges tight together. For 
multiple layers, stagger the seams of each successive 
layer.

▪

LEGAL DISCLAIMER
• KEEP CONTAINER TIGHTLY CLOSED 
• KEEP OUT OF REACH OF CHILDREN 
• NOT FOR INTERNAL CONSUMPTION 
• FOR INDUSTRIAL USE ONLY 
• FOR PROFESSIONAL USE ONLY 
 
Prior to each use of any product of Sika Corporation, its 
subsidiaries or affiliates (“SIKA”), the user must always 
read and follow the warnings and instructions on the 
product’s most current product label, Product Data 
Sheet and Safety Data Sheet which are available at 
usa.sika.com or by calling SIKA’s Technical Service 
Department at 1-800-933-7452. Nothing contained in 
any SIKA literature or materials relieves the user of the 
obligation to read and follow the warnings and 
instructions for each SIKA product as set forth in the 
current product label, Product Data Sheet and Safety 
Data Sheet prior to use of the SIKA product.  
 
SIKA warrants this product for one year from date of 
installation to be free from manufacturing defects and 
to meet the technical properties on the current Product 
Data Sheet if used as directed within the product’s shelf 
life. User determines suitability of product for intended 
use and assumes all risks. User’s and/or buyer’s sole 
remedy shall be limited to the purchase price or 
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replacement of this product exclusive of any labor costs. 
NO OTHER WARRANTIES EXPRESS OR IMPLIED SHALL 
APPLY INCLUDING ANY WARRANTY OF 
MERCHANTABILITY OR FITNESS FOR A PARTICULAR 
PURPOSE. SIKA SHALL NOT BE LIABLE UNDER ANY LEGAL 
THEORY FOR SPECIAL OR CONSEQUENTIAL DAMAGES. 
SIKA SHALL NOT BE RESPONSIBLE FOR THE USE OF THIS 
PRODUCT IN A MANNER TO INFRINGE ON ANY PATENT 
OR ANY OTHER INTELLECTUAL PROPERTY RIGHTS HELD 
BY OTHERS.  
 
Sale of SIKA products are subject to the Terms and 
Conditions of Sale which are available at 
https://usa.sika.com/en/about-us/terms-conditions-of-
sale.html or by calling 1-800-933-7452.

Sika Corporation
201 Polito Avenue
Lyndhurst, NJ 07071
Phone: +1-800-933-7452
Fax: +1-201-933-6225
usa.sika.com
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